Tractor 1971 Ford 3000 

Tractor

Serial#: C318033
Production Code: 1 K 15 B

1 = Year 1971


K =  Month – October


15 = Day – 15th

B = Shift – Day

Engine:

Serial#: C317889
CID 158
HP 47 HP
Casting #:

*C9NN6015 . A 

COLO9

1H25R

Loader:

19-529

Serial#: 1397
Tires:

Titan

13.6 - 28

On 12” RIM

12 - 28

R1
Lug Nuts: 1 1/16
Engine Parts:

Timing: 0-2 Deg. BTDC Plug VAC.ADV.)

Voltage Regulator: Down – 10505-A
Hydraulic Fluid: G134 (?)

Sparks Plugs:

Spark Gap: .025

Distributor:

Ignition Pickup: PerTronix Ignitor I 1231 (Ignitor II N/A)

Distributor Cap:

Rotor:

Points:

Condenser:

Air Filter:

PCV Value:

Dimensions:
3-Point Hitch Category 1 
Wheelbase: 75.8 inches [192 cm] 

Weight: 3,700 lbs [1678 kg] 

Front tire: 5.50-16

Rear tire: 12.4-28
Engine Specs:

Manufacturer: Ford

Fuel: gasoline 13 Gallons
Aspiration: natural

Cylinders: 3

Valves: -unknown- 

Bore/Stroke: 4.20x3.80 inches 
Displacement: 158 ci 

Power: 47 hp 

Cooling: liquid

Coolant: 13.8 qts 

Compression: 8:1

Rated RPMs: 2100

Firing order: 1-2-3

Starter volts: 12

Oil capacity: 8 qts 
Oil type: 75oF [23oC]↑ : SAE10W-30 or 30  
32o↔90oF [0o↔32oC]   : SAE10W-30 or 20  
10o↔40oF [-12o↔4oC]   : SAE5W-20W or 10W  
10oF [-12oC]↓ : SAE5w-20W or 5W  
Sparkplug gap: 0.023-0.027

Point gap: 0.022-0.028

Transmission:

Gears: 8 forward and 2 reverse

Comments: Four-speed gear selector on left, high-low range select lever on right.
Tractor must be stopped before shifting.

Oil capacity: 13.2 qts 
Oil type ESN-M2C77A M-4864-A  

